We introduce a liquid-filled photonic crystal fiber to simulate a retinal cone photoreceptor mosaic and the directionality selective mechanism broadly known as the Stiles-Crawford effect. Experimental measurements are realized across the visible spectrum to study waveguide coupling and directionality at different managed waveguide parameters. The crystal fiber method is a hybrid tool between theory and a real biological sample and a valuable addition as a retina model for real eye simulations.
Introduction
The photoreceptors are organized in a highly ordered array in the human retina. At the fovea the densely packed cones resemble rods with diameters (d i ) between 2-3μm separated by an intercone distance of 2-3μm, whereas at the parafoveal region the cones are more conical with diameters ranging between 5-8μm and are less densely packed [1] . Toraldo di Francia (1949) drew attention to the similarity between waveguides and retinal photoreceptors, and the possibility to explain the Stiles-Crawford effect (SCE) as being due to the directionality selective mechanism of the waveguides [2] , but only in the 1960's were the first observations of waveguide mode patterns in photoreceptors reported by Enoch [3, 4] , and thus providing evidence that the retina is a microstructure whose cones work as waveguides of light from the inner to the outer cone segments.
In general two approaches dominate when explaining the directionality mechanism and its wavelength dependence throughout the visible spectrum. One approach is based on the backscattering effects created by the waveguide properties of the cones and the topography of the cone mosaic [5] . The approach is in agreement with the wavelength dependence of the Optical Stiles-Crawford (OSCE) [6] . A related approach has been used to describe the directionality of the SCE as being due to backscattering of light from the choroid [7] .
Another approach based on the Enoch's observation of mode patterns in retinal receptors [4] has been formulated by Snyder and Pask [8] . The model assumes that the SCE is created by the light-coupling mechanism to discrete waveguide modes of the cones. The coupling and the consequences in the apodization effect at the pupil are highly sensitive to the waveguide parameter V , defined as V = (πd i /λ ) NA, where λ is the wavelength of the light propagated, and d i and NA is the size and the numerical aperture of a given individual photoreceptor, respectively. Recently, B. Vohnsen et al. [9] have upgraded the Snyder and Pask model to include the diffraction properties of the light to/from the pupil obtaining analytical expressions for the directionality parameters in agreement with the OSCE and SCE results [6, 10] .
However, due to the difficulties of the biological preparation as well as real-eye measurements, the theoretical models are considered abstractions and the formulations quite simplistic for the complex mechanism of the eye and vision [11, 12] . One step towards filling the gap between the theoretical models and a retinal tissue is to simulate the biological structure with experimental devices such that a hybrid situation between theory and experiment is created enabling precise control of its characteristics. To our knowledge, such an approach has only been previously attempted using a large-scale microwave guiding cylindrical structure [13] . Related theoretical approaches have previously been developed to examine scattering by fiberoptic bundles [14] , but here the analysis will be based on uncoupled photoreceptor waveguides that suffice to reproduce the overall appearance of the experimentally reported SCE directionality [15] .
The photonic crystal fiber (PCF) is a silica waveguide (optimized for visible and near-infrared light) with a microstructure of air holes extended along the fiber to localize guiding to its core [16] . In a variation usually named as the liquid-filled photonic crystal fiber (LF-PCF) highrefractive liquids are used to fill the air holes, hence the light is guided by the liquid-filled holes instead [17] . Rosberg, et al. [18] have used Castor oil which has a high negative thermooptical coefficient, under these conditions the light is guided by the liquid in the holes and the waveguide properties are accurately managed by temperature control. Therefore, the LF-PCF works as a micrometric fiber bundle [ Fig. 2(a) ], whose waveguide characteristics (single-and multimode) are well-controlled by changing the index of refraction of the infiltrated liquid.
In this work we have used an optical setup with a lens imitating the refractive human eye and the LF-PCF imitating the retina. Simulated Stiles-Crawford (SSC) measurements have been performed measuring the transmitted light power through the LF-PCF to study coupling and directionality for different waveguide conditions, i.e. V∝NA (λ =constant) and V∝ 1/λ (NA=constant). Both the SCE and OSCE situations are experimentally simulated considering the model of diffraction to/from the pupil and considering the subjective SCE visibility to be proportional to the coupled light power [9] .
Experimental measurements

Set-up
As shown in Fig. 1(b) a lens (L 1 ) (f=25mm, achromatic, 1/2" Ø) is used as the simulated refractive eye focusing the light at the plane where the LF-PCF is located. The LF-PCF is implemented using a commercially available photonic Crystal Fiber (LMA-20, 30mm long, optimized operation for the near-infrared region) and the air holes are filled with Castor Oil by use of capillary forces [18] . The LMA-20 fiber has air holes with diameter of 6.4μm separated by a distance of 13.2μm [ Fig. 2(b) ]. Therefore, for the LF-PCF method, the inter-waveguide and waveguide size should be compared to the cone size and the inter-cone distance of the retina. The LF-PCF is placed inside of a precision oven (Oven & Tec, Caston Inc.) with a resolution of ±0.1 • C, allowing accurate thermal control of its refractive properties. A lapse time of 10min for thermal stabilization is used for each new temperature set point prior to measurements. The lens and the oven are mounted in a vertical position in an Olympus Microscope (BX61, 20X objective), after propagation through the LF-PCF the guided light is imaged by the objective onto the CCD camera. A thin glass plate (n glass = 1.5) is in optical contact with the entry face of the LF-PCF to avoid oil spilling.
Simulated Stiles-Crawford method
A fiber-based white light tungsten-halogen source was used as illumination source. The nominal source width at the fiber-bundle exit is 5.4mm. A kit of spectral filters from 450nm to 670nm (each one with a 10nm bandpass) was used to select the wavelength of illumination. The optical setup with a lens imitating the refractive human eye and the LF-PCF imitating the retina is located at a distance of 2m from the light source such that the illumination is approximately collimated at the pupil area of the lens. As shown in Fig. 2(a) and 2(b) , the light is focused at a small region of the LF-PCF (∼30 holes), reducing as much as possible the residual light guided by the central part of the crystal fiber. The SSC experiment consists of scanning the pupil plane by using a moveable iris (I 1 ) with diameter of 0.8mm and to measure the average fraction of light guided by the oil-filled holes. Only the fraction of power within each oil-filled hole is included in our measurements and this value is averaged for all holes included in the illuminated area. Only the light guided by the LF-PCF (30mm) is detected by the CCD camera, ruling out possible scattering influences from the coupling face. 
Thermo-optical coefficients
A refined control of the refractive properties is necessary to manage the waveguide V-number and thus the modes coupled to the waveguide. Taking into account the Sellmeier curves for Silica at 20 • C [19] , and assuming a Castor Oil dispersion approximated by similar vegetal oils at 18 • C [20] , it is possible to estimate the thermo-optical coefficients of the Castor Oil (K oil ) between 450-670nm. To this end, we measure the temperature at which the light guiding capability by the filled holes is lost, i.e., when the Silica and the Castor Oil have the same indices of refraction (n silica (λ ) = n oil (λ )). The thermo-optical coefficients calculated are in the range be-
in agreement with previously reported values at 532nm [18, 21] . The thermo-optical effect of the Silica has been neglected because its thermo-optical coefficient is within the K oil standard deviation (K silica =-
The waveguide model of an ideal cone
The photoreceptors work as structures that guide light due to a difference in refractive index of the inner/outer segments and surrounding regions. Photoreceptor characteristics that influence the number of waveguide modes are the receptor diameter d i , the index of refraction of the receptor n i and the surrounding medium n s , where the number of modes propagated are determined by the V-number. If V < 2.405 only the fundamental mode LP 01 (Gaussian-like mode) is excited in the photoreceptor, otherwise higher-order modes differing from a Gaussian can be coupled.
According to the model of Snyder and Pask [8] , the coupling of light incident to discrete modes propagating in the photoreceptor creates a directionality mechanism corresponding to an apodization effect at the pupil, where the apodization is assumed to be a linear combination of single-cone responses. The coupling efficiency in an individual photoreceptor is governed by the total power coupled to the modes allowed by the receptor, given by [9] :
where E is the amplitude of the incident field, n eye is the refractive index of the eye model, ψ m is the normalized mode field amplitude, M is the number of modes allowed by the photoreceptor and θ is the angle of the light incidence. The coupling efficiency can be converted to the corresponding apodization effect at the pupil using θ = r p / f eye where f eye = 22.2mm and r p is the pupil position. After the coupling of light, the excited mode fields propagate from the inner to the outer segment (SCE case), posteriourly part of the light is reflected within each cone photoreceptor by scattering processes such that the backward-propagating mode is excited (OSCE case). As the outer segment is narrow, it is expected that only the fundamental mode can be efficiently excited for the OSCE case [9] . Both situations, i.e., a multimodal (SCE) and a single-mode (OSCE), have been simulated with the LF-PCF as described in the next sections. Clearly, variations exist for real photoreceptors cones that deviate significantly from the simpler cylindrical geometry of the individual waveguides of the LF-PCF used in this work. Such variations will tend to smoothen out abrupt spectral changes and minute refractive index variations of each cone, but highlight the genuine appearance of the SCE and OSCE [9, 15] .
Results
Numerical aperture and Simulated Stiles-Crawford relation (V ∝ NA)
By exploiting the large thermo-optical coefficient of the Castor Oil, it is possible to decrease the index of refraction of the Castor Oil from 1.477 to 1.459 at 620nm in steps of 0.5 × 10 −5 with the temperature-controlled oven. Therefore, the waveguide parameter is given by:
where d i is the liquid-filled hole diameter, n oil is the index of refraction of the filtrated liquid and n silica is the index of refraction corresponding to the surrounding medium. At λ = 620nm and a temperature of 25 • C the oil-filled holes have multi-mode characteristics (V>2.405) with 7 higher-order modes propagating. Above 71 • C the waveguide becomes single mode (V< 2.405) coupling only the fundamental mode LP 01 . The results are summarized in Table 1 . In Fig. 3 (b) and 3(c) the mode patterns propagating are imaged at 25 • C (multimode) and 73 • C (single mode). As shown in Fig. 4(a) , the apodization effect at the pupil plane is obtained in a range of temperatures from 25 • C up to 73 • C. The solid lines correspond to a theoretical fit using a Super Gaussian function [23] sensible to multimode characteristics (manuscript in preparation). Here this function is only introduced to facilitate the visualization of the apodization. By using the conventional Stiles-Crawford function η = 10 −ρr 2 , where ρ is the simulated directionality factor, it is possible to determine at different V values, the results of which are summarized in Table 1 . The measured directionality is highly sensitive to variations in refractive index, at 71 • C a change of Δn = 1 × 10 −4 (+0.3 • C) corresponds to a change in the directionality factor of Δρ = 7 × 10 −3 mm −2 . The sensitivity of the directionality factor to the exact values of refractive indices for the eye and retina has already been reported by Snyder and Pask [8] , where a small variation of Δn = ±0.5% can cause significant changes in the directionality results, a fact that is considered to challenge the waveguide model [11] . From our experimental results, an error value of Δρ ∼ 5% commonly reported in SCE experimental studies [6, 10, 24] corresponds to an error value in the step index function (δ n = n i − n s ) of Δn ≈ 6 × 10 −4 . Note that the phase-contrast microscopy broadly used to measure refractive properties has a similar sensitivity to the refractive error as the SCE [25] .
Spectral dependence of the Simulated Stiles-Crawford effect (V ∝ 1/λ )
For the case of photoreceptors working as waveguides, due to the similitude in biological composition of the inner segments (pigments excluded) and the surrounding medium, it is expected that both have a similar dispersion. Therefore, across the visible spectrum the numerical aperture is approximately constant. In our experimental spectral simulations, the condition of a constant NA(λ ) is maintained in our spectral measurements by controlling the thermo-optical properties (for each wavelength). Furthermore, we have separated the nonspectral part of the Cutoff function defined as A = πd i NA and it is maintained a constant, such that V(λ )=A/λ . According to their geometry and refraction properties it is expected that foveal cones are singlemode in the red spectral region possibly becoming multimode at shorter wavelengths [8, 26] . Although the liquid-filled holes in the LF-PCF are larger than typical cone diameters reported for the fovea, a step-index refraction can be managed such that the V -number matches the expected average value for foveal cone photoreceptors. As shown in Fig. 5(a) , the directionality factors are measured across the visible spectrum for different A values: (a) A=1.185μm, (b) A=1.326μm, (c) A=1.533μm. Following the same model it is possible to predict the directionality values expected for the foveal cones. As shown in Fig. 5(b) , the wavelength dependence of the directionality factor is modelled for photoreceptors of diameter d i =2.0μm (black line) and d i =2.5μm (red line). We have used the refraction values of the surrounding medium as n s = 1.34 [27] and different values for the refraction of the inner segment n i = 1.353 [8] , 1.356 and 1.363 [28] corresponding to A=1.185μm,1.326μm, and 1.533μm, respectively. The results resemble the values reported for the foveal results [10] . However, in the retinal mosaic the cones have small variations in diameter and composition, hence an overall contribution of the mosaic illuminated (usually Maxwellian illumination) would show smooth transitions between different modal regions when characterising the psycho-physical SCE [15] . As represented in Fig. 3 , according to the model of light coupling to-and-from photoreceptors [9] , predominantly the fundamental mode (LP 01 ) is excited by backscattered light such that the Gaussian apodization normally reported in OSCE studies is created by a single-mode characteristic of the waveguide.
Using the experimental method to simulate the OSCE equivalent case, the backscattered light coming from the interface oil-filled holes-air (analogue to outer segment scattering) is undetectable due to the background created by reflection at the first interfaces (air-glass and glass-oil). However, a single mode characteristic for the transmitted light of the LF-PCF can be satisfied throughout the spectral range via temperature tuning.
For the OSCC parameters, the temperature is controlled such that V < 2.405 (i.e. A = 1.08μm) can be satisfied from 450nm to 670nm. As shown in Fig. 6(a) , the wavelength dependence of the directionality is in good agreement with the Snyder & Pask model [8] and the analytical model of B.Vohnsen et al. [9] given by:
ρ SOSC = log(e) πn glass w λ f 2
where n glass = 1.5 (glass plate), f = 25mm (L 1 ) and w = 3 ± 0.2μm (hole radius) have been used. In Fig. 6(b) , the wavelength dependence of the directionality factor is modelled for photoreceptors whose size are d i =2.0μm (black lines) and d i =2.5μm (red lines). We have used the refraction values of the surrounding medium as n i = 1.34 and 1.363 [28] and considered a single-mode contribution to the directionality factor. The wavelength dependence for the singlemode condition is in good agreement with the values reported by Zagers et al. for OSCE in 21 subjects [6] . Note that the inclusion of scattering from the combined illumination of many photoreceptors [5] is not a prerequisite to reproduce the wavelength dependence of the directionality factor.
Conclusion
We have demonstrated a liquid-filled photonic crystal fiber method to imitate the waveguide mechanism of individual cone photoreceptors and collectively simulate the retina. Its refractive properties are accurately managed by temperature allowing an accurate control of directionality characteristics and relating these to those of the human eye. The fiber-based photoreceptor simulator may be employed to study the impact of aberrations and light coherence under conditions that resemble vision [26] .
